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Key Features:
• Minimizes gaps in luxury vinyl tile and plank
• Allows up to 6 hours of working time
• Resistant to heavy rolling loads
• Resistant to high moisture

DESCRIPTION:
Train Industries TI-11 is an aggressive pressure sensitive adhesive with enhanced dimensional control 
properties designed for the installation of Train Industries Flooring products.  TI-11 can be installed over 
properly prepared substrates with moisture content up to 99% RH when tested per ASTM F-2170.  TI-11 
can be installed using pressure-sensitive or wet-lay installation methods. 

SURFACE PREPARATION:  
All substrates must be structurally sound, dry, solid and stable.  The substrate should be clean and free of 
dust, dirt, oil, grease, paint, curing agents, concrete sealers, loosely bonded toppings, loose particles, and 
any other substance or condition that may affect the overall performance of the product. Substrates must 
be flat to 3/16" in a 10-ft. span (4,5 mm in a 3,05-m span).  Concrete and cement-based 
underlayments/patches must be cured and free of any hydrostatic and/or moisture problems. 

SUITABLE SUBSTRATES:  
Porous concrete (at least 28 days old).  Properly prepared cement terrazzo.  Exterior-grade plywood and 
other approved wood substrates (per flooring manufacturer recommendations) Cement-based self-leveling 
underlayment and patching compounds.  Properly prepared, primed gypsum underlayments that meet the 
requirements for compressive strength according to ASTM F2419 Radiant-heat systems that have been 
properly installed. 

Acclimate flooring for a minimum of 48 hours prior to installation in the area where it is to be installed. 
Room temperature and relative humidity must be consistent with normal, year-round living conditions for 
at least one week prior to installation. Conditions should be maintained at the same temperature and 
humidity level expected for normal use between 65-85 degrees F (18-29 degrees C) with relative humidity 
range between 35-65%, before, during and after installation. Train Industries LVT/LVP is not suitable for 
exterior use or in areas where normal, year-round climate-controlled conditions are not maintained

Installation Instructions:  
For pressure-sensitive installations, spread TI-11 using the appropriate trowel evenly over the substrate and 
allow to dry until the adhesive no longer transfers to the touch. (Approximately 15-30 minutes depending 
on ambient temperature and humidity conditions).  Do not apply more adhesive that can be installed over 
within 6 hours.  For wet-lay installations, the substrate must be porous and pass ASTM F-3191 for porosity.   
After installation of flooring, in both pressure-sensitive or wet-lay methods, roll the flooring with a 75-100 
lbs roller.  On wet-lay installation methods, do not work on the flooring.  cover the freshly installed flooring 
with walk-off boards to keep from causing indentation and floor movement under pressure.  Pressure 
sensitive installations can be put back into immediate service with light to heavy traffic.  Wet-lay 
installations require 24-48 hours of protection from light traffic after which full traffic can be allowed. 
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CLEANUP

Clean adhesive smudges from the flooring surface and tools with water while the adhesive is fresh/wet. 

Approximate Coverage:  per 4 gallon pail 

** Trowel dimensions are depth/width/space. Coverage shown is for estimating purposes only. Actual 
jobsite coverage may vary according to substrate conditions, type of trowel used and setting practices.

Flooring Types Typical Trowel Coverage per 4-gal pail

Porous Substrates Square-notch: 1/16" x 1/16" x 1/16" 500 to 740 sf.

Non-Porous 
Substrates 740 to 980 sfU-notch: 1/16" x 1/32 x 1/32" 
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